


17

XENIUM SUBWOOFERS

design
precious

triple

XE1240

30 cm (12”) Subwoofer with Steel Basket
300 Watt RMS, 600 Watt Peak
4 Ohm Impedance
Ø 281 mm, ‡ 138 mm

XE1040

25 cm (10”) Subwoofer with Steel Basket
250 Watt RMS, 500 Watt Peak
4 Ohm Impedance
Ø 232 mm, ‡ 124 mm

XE840

20 cm (8”) Subwoofer with Steel Basket 
200 Watt RMS, 400 Watt Peak
4 Ohm Impedance
Ø 183 mm, ‡ 102 mm

FACTS

Für die XENIUM XE Serie entwickelten die ESX Ingenieure einen Subwoofer mit völlig neuer Membrangeometrie. Diese neue Polypropylen-Membran bietet neben einer sehr 
gefälligen Optik darüber hinaus den Vorteil, dass sie durch die eingearbeiteten Design-Elemente zusätzlich Stabilität erhält, welche eine wichtige Voraussetzung für verzerrungs-
freie Basswiedergabe ist. Der aufwendig konstruierte Magnetprotektor sieht nicht nur gut aus, er schützt auch den Magnetantrieb und die Polplatte und gewährleistet eine 
optimale Belüftung der großen Langhub-Schwingspule. Hochwertige Pushpin-Anschlüsse ermöglichen ein einfaches Anschließen der Lautsprecherkabel und sorgen für einen 
störfreien Signalweg. Die in drei gängigen Korbgrößen erhältlichen Woofer sind ideal für geschlossene und ventilierte Gehäusetypen.

ESX engineers developed for the XE XENIUM series a subwoofer with an entirely new membrane geometry. This new polypropylene cone offers besides a very pleasing ap-
pearance also a high stability by the by the incorporated design elements, which is very important for distortion-free bass performance. The elaborately designed magnetic 
protector not only looks good, it also protects the magnet driver and the pole piece and ensure an excellent ventilation for the voice coil inside the subwoofer construction. 
High quality push-pin connectors allow an easy connection of speaker cables and ensure a trouble-free signal path. The three woofers (available in the standard basket sizes) 
are perfect for sealed and vented housing types.
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SIGNUM ENCLOSURES

SXB402

30 cm (12”) Bandpass-System
300 Watt RMS, 600 Watt Peak
4 Ohm Impedance
55 x 39 x 50/30 cm

SXB302

25 cm (10”) Bandpass-System
250 Watt RMS, 500 Watt Peak
4 Ohm Impedance
48 x 35 x 42/27 cm

FACTS

Die SIGNUM SXB Bandpass-Systeme sind die Flaggschiffe im ESX Subbox-Programm. Die Kraftpakete überzeugen durch kompromisslos gute Auswahl hochwertiger Bauteile 
und durchdachter, gut aufeinander abgestimmter Komponenten. So sind sie mit hoch belastbaren Gusskorb-Subwoofern und verchromten Polplatten bestückt, die mit kräf-
tigen Doppel-Ferrit-Magneten und Langhubschwingspulen die Voraussetzungen für tiefen und verzerrungsfreien Sound bis zu höchsten Pegeln gewährleisten. Auch optisch 
haben die massiven Bandpass-Systeme einiges zu bieten: Die schwarzen Acryl-Seitenteile in Pianolack-Optik, die weiße LED-Beleuchtung und der edle Logostick komplet-
tieren den hochwertigen Auftritt. 

ESX Bassreflexboxen waren schon immer für ihren sauberen und unverfälschten Sound bekannt. Sie lassen sich über einfache Weicheneinstellungen am Amp klanglich 
problemlos in Audio-Systeme integrieren und erreichen eine wuchtige und dynamische Basswiedergabe. Die SE Bassreflex-Systeme verfügen über leistungsstarke Doppel-
magnet-Subs mit großen 50 mm Schwingspulen und einer extra verlängerten Wickelhöhe, damit hohe Auslenkungen linear und kompressionsfrei wiedergegeben werden. Die 
formschönen und dezenten Gehäuse im Trapezstyle mit abgerundeten Kanten passen hervorragend in jeden Kofferraum und liefern auch mit kleinen Verstärkern schon einen 
beachtlichen Schalldruck.

The SIGNUM SXB bandpass-systems are the absolute flagships in ESX subbox range. The power plants convince with uncompromising high quality materials selection and 
elaborated, well-balanced components function. They come equipped with high grad die-cast subwoofers with chromed pole-plates, which set together with the strong dual 
magnets and long excursion voice coils the ground for true deep and clean bass up to highest SPL-levels. In the same way the visual appearance of these massive bandpass 
systems is attracting: The black acrylic side panels in piano-finish, the white LED-illumination and the precious logo embroidery complete the very attractive appearance. 

ESX bassreflex systems have always been known for their proper and accurate sound. They are easy to integrate in any car audio system with rather simple crossover settings 
on the amplifier and deliver tight and very dynamic bass performance for every trunk. The ESX SIGNUM SE bassreflex systems feature built-in powerful subwoofers with dual-
stacked magnets and large 50 mm long stroke voice coils with extra long winding heights to guarantee a linear and compression-free bass sound. The elegant and discreetly 
trapezoid styled SIGNUM SE enclosures with rounded edges fit perfectly in any car trunk and deliver even with small amplifiers a considerable sound pressure.

SE300

30 cm (12”) Bassreflex-System
300 Watt RMS, 600 Watt Peak 
4 Ohm Impedance
38 x 39 x 50/30 cm

SE250

25 cm (10”) Bassreflex-System
250 Watt RMS, 500 Watt Peak
4 Ohm Impedance
35 x 35 x 44/27 cm

SE200

20 cm (8”) Bassreflex-System
200 Watt RMS, 400 Watt Peak
4 Ohm Impedance
31 x 31 x 39/24 cm

with
bass

style
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ENCLOSURES XENIUM

FACTS

Mit der XENIUM XE SERIES ergänzt ESX das Lieferprogramm um drei sehr hochwertige und schicke Bassreflexboxen. In den drei Gehäusesystemen kommen die neu ent-
wickelten XENIUM XE Subwoofer zum Einsatz, die sowohl klanglich und optisch optimal zu den Bassreflexgehäusen passen. Die moderne Optik der Subs setzt sich mit den 
großen Schutzbügeln und den diagonal angeordneten Bassreflexkanälen beim Gehäusedesign fort. So setzen sich die XENIUM XE Boxen mit ihrem perfekten Klang an die 
Spitze des derzeit im ESX angebotenen Bassreflexprogramms. Die XE300 mit 30 cm Subwoofer konnte im Car & Hifi 6/2011 Vergleichstest auftrumpfen und erklomm das 
Siegertreppchen als Testsieger mit der Spitzennote 1,3 in der Oberklasse.

With the XE SERIES XENIUM ESX complements the product range with three very high quality and stylish bass reflex enclosures. In the three bass reflex systems, the newly 
developed XE XENIUM subwoofers are used, which perfectly fit sonically and visually into the bass reflex enclosures. The modern design is perfected by the costly metal bars 
and the diagonal located reflex ports, which were ideally tuned to match the subwoofer specifications. The new XENIUM XE boxes with their perfect sound are the best choice 
in the current ESX vented box range. The XE300 with 30cm subwoofer could trump comparison test in Car & Hifi 06/2011 and climbed the podium as the test winner with a 
top grade of 1.3 in the upper class.

new
the all

x-factor

XE300

30 cm (12”) Single-Bassreflex-System
300 Watt RMS, 600 Watt Peak 
4 Ohm Impedance
50 x 39 x 39/30 cm

XE250

25 cm (10”) Single-Bassreflex-System
250 Watt RMS, 500 Watt Peak
4 Ohm Impedance,
45 x 35 x 35/27 cm

XE200

20 cm (8”) Single-Bassreflex-System
200 Watt RMS, 400 Watt Peak
4 Ohm Impedance
39 x 30 x 31/24 cm
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QUANTUM ENCLOSURES

FACTS

Mit dem neuen QUANTUM Aktiv-Subwoofer-System in Flachbauweise bietet ESX die Tiefton-Lösung für ein extrem kleines Platzangebot. Das sehr schlank aufgebaute Gehäuse 
mit einem integriertem Spezialwoofer und einem echten Class A/B Verstärker ist optimal für Kleinwagen, Sportcoupés und Cabrios und findet überall einen Platz , sei es unter 
oder hinter dem Sitz oder in einem Staufach im Kofferraum. 

Der aus einem Stück Aluguss bestehende Kühlkörper besitzt hervorragende Kühleigenschaften und lässt den Amp im Innern nicht heiß laufen. Das Aktiv-System hat alles an 
Bord was für eine zusätzliche Portion Bass im bereits installierten Audiosystem sorgt und mit den eingebauten Hochpegeleingängen ist es sehr leicht in jede Werksanlage zu 
integrieren. Mit der beleuchteten Pegelfernbedienung kann das Q200A vom Fahrersitz aus ferngesteuert werden.

With the new QUANTUM shallow active subwoofer system offers ESX the bass solution for extremely small space. The very slim built enclosure with an integrated special 
woofer and a true class A/B amplifier is ideal for small cars, sports coupes and convertibles and finds a place everywhere, if it‘s under or behind the seat or in a compartment 
in the trunk. 

The one-piece cast aluminum heat sink possesses excellent cooling characteristics and ensure that the amp inside is not overheating. The active system has everything on 
board which provides an extra portion of bass in the already-installed audio system and with the built-in high-level inputs, it is very easy to enhance every factory system. With 
the illuminated remote control the bass level of Q200A can be controlled out of the driver‘s seat.

Q200A

20 cm (8”) Active Subwoofer 
1 x 100 Watts RMS, 1 x 200 Watts MAX
Bass Boost 0 – 12 dB
Subsonic Filter 15-45 Hz
Lowpass Filter 40 – 250 Hz
Phase Shift Switch 0° / 180°

Heavy Duty Die-Cast Heatsink
Real Class A/B Amplifier
Remote Controller with Knob-Illumination
High Level Input
220 x 75 x 320mm

NEW

from
thunder

below
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ACCESSORIES ESX

FACTS

Pufferkondensatoren, auch bekannt als Power Caps, stellen eine sehr wichtige Komponente innerhalb eines leistungsstarken Car Audio Systems dar. Die immer 
leistungshungrigere Bordelektronik von neueren Fahrzeugen lässt meist keine große Leistungsreserven für die Verstärker übrig und so kann beispielsweise beim Einschalten 
der Klimaanlage oder der Sitzheizung die Bordspannung plötzlich unter 10 Volt fallen, bis sich das Bordnetz nach einer Weile stabilisiert. Diese „Drop Downs“ machen sich 
dann sofort auch als Leistungsaussetzer in der Musikwiedergabe bemerkbar, wenn z.B. der Bass und die tieferen Frequenzen kurzzeitig aussetzen. Dies kann auch umgekehrt 
geschehen, wenn der Verstärker einen sehr intensiven und bass-starken Abschnitt in einem Song wiedergibt kann dies Aussetzer in der Bordspannung verursachen und zum 
Beispiel das Abblendlicht des Fahrzeugs zum Flackern bringen. 

Aus diesen Gründen ist bei Soundanlagen oberhalb der 500 Watt Grenze ein Pufferkondensator unabdinglich, denn dieser speichert und puffert die Spannung und versorgt 
bei Spannungsabfällen den Verstärker mit der nötigen Power. Dadurch wird das Bordnetz geschont und die Musikwiedergabe nicht gestört. Power Caps werden in der Regel 
einfach zwischen Fahrzeugbatterie und Verstärker angeschlossen. ESX bietet deshalb drei Power Cap Modelle in unterschiedlich Kapazitäten, welche für den Betrieb mit ESX 
Verstärkern bestens geeignet sind und für eine stabile Spannung im Fahrzeug sorgen.

Power capacitors represent a very important component within a high-performance car audio system. The increasingly power-hungry board electronics of newer vehicles 
allow usually no large power reserves for the amplifiers and when you turn the air conditioning or seat heating the system voltage suddenly drops below 10 volts until the 
electrical system stabilizes after a while. These „drop downs“ make themselves immediately noticeable as power interruptions in the music playback and the bass and lower 
frequencies skips temporarily. This can also happen vice versa, if the amplifier reproduces a very intense and strong bass section in a song, this can cause dropouts in the 
on-board voltage and the headlights start to flicker. 

For these reasons, it is indispensable to use a power capacitor for sound installations above the 500 watt limit, because this device stores and buffers the voltage and supply 
the amplifier with the necessary power during voltage drop downs. Then, the electrical system is protected and music playback is not disturbed. Power Caps are usually just 
between the vehicle battery and amplifier. ESX therefore offers three Power Cap models in different capacities, which are perfectly designed for use with ESX amplifiers and 
provide a stable power in your vehicle.

SE1000C

Power Capacitor, Capacity 1.0 Farad
Operating voltage 12 - 16V DC
Operating temperature  –20 ~ 60° C
Digital voltmeter display with 3 digits
Mounting accessories
Ø 76 mm x 260 mm  

XE1200C

Power Capacitor, Capacity 1.2 Farad
Operating voltage 11 - 16 V DC
Operating temperature  –40 ~ 80° C
Digital voltmeter display with 3 digits
Remote-Turn-On Terminal
Mounting accessories
Ø 76 mm x 280 mm  

XE2000C

Power Capacitor, Capacity 2.0 Farad
Operating voltage 11 - 16 V DC
Operating temperature  –40 ~ 80° C
Digital voltmeter display with 3 digits
Remote-Turn-On Terminal
Mounting accessories
Ø 76 mm x 325 mm      

NEW

back
power

up
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ESX ACCESSORIES

SX35WK

Amplifier Installation Kit < 2000 Watts
1 x	 35 mm2 Power Cable (red)
		  0,12 mm Strands, ø 12 mm, 5 m
1 x 	 35 mm2 Ground Cable (grey), 
		  0,12 mm Strands, ø 12 mm, 1 m
1 x 	 RCA twisted Stereo Audio Cable (grey), 
		  double shielded, molded Jacks, 5 m
1 x 	 0,5 mm2 Remote-Wire, 5 m
1 x 	 Mini-ANL Fuseholder with 
		  150A Mini-ANL Fuse

SX25WK

Amplifier Installation Kit < 1500 Watts
1 x	 25 mm2 Power Cable (red), 
	 0,12 mm Strands, ø 10 mm, 5 m
1 x	 25 mm2 Ground Cable (grey), 
	 0,12 mm Strands, ø 10 mm, 1 m
1 x 	 RCA twisted Stereo Audio Cable (grey), 
		  double shielded, molded Jacks, 5 m
1 x 	 0,5 mm2 Remote-Wire, 5 m
1 x 	 Mini-ANL Fuseholder with 
	 100A Mini-ANL Fuse

SX10WK

Amplifier Installation Kit  < 1000 Watts
1 x 	 10 mm2 Power Cable (red)
	 0,12 mm Strands, ø 6,7 mm, 5 m
1 x 	 10 mm2 Ground Cable (grey), 
	 0,12 mm Strands, ø 6,7 mm, 1 m
1 x 	 RCA twisted Stereo Audio Cable (grey), 
		  double shielded, molded Jacks, 5 m
1 x 	 0,5 mm2 Remote-Wire, 5 m
1 x 	 Mini-ANL Fuseholder with 
	 60A Mini-ANL Fuse

AMPLIFIER WIREKITS

SX5RCA

1 x 	 RCA twisted Stereo Audio Cable (grey), 
		  double shielded, molded Jacks, 5 m
1 x 	 0,5 mm2 Remote-Wire, 5 m

BALANCED LINE TRANSMITTER
Die SX Balanced Line Transmitter sind spezielle Konverter zur symmetrischen Signalübertragung. 
Der Verstärker muss dazu die passenden Anschlüsse (6-pin Mini-DIN) haben.

The SX Balanced Line Transmitters are special converters which provide symmetrical audio signals. 
Appropriate input jacks (6-pin Mini-DIN) at the amplifier are required. 

AUDIO INTERCONNECTION

SX4BLT

Balanced Line Transmitter for 4-Channel-Amplifiers
with 2 Gain Controllers, incl. 2 x 5 m Cable

SX2BLT

Balanced Line Transmitter for 2-Channel-Amplifiers
with 1 Gain Controllers, incl. 5 m Cable

stay
let‘s

connected
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MULTIMEDIA VISION

VM702C

17,8 cm /7“) TFT/LCD 16:9 Car Monitor
Swivel Display
Stand-alone or Headrest Installation
Resolution 1400 x 234 px
Resolution RGB 480 x 234 px
Contrast Ratio 300:1
Brightness 350cd/m2
Viewing Angle Vertical 160°, Horizontal  160°
PAL/NTSC Auto Mode
On Screen Display Control
AV1 & AV2 Inputs
2 Loudspeakers on Rearside
Headphone & AV Inputs on Front Panel
Full Function Remote Control
Infrared Function
Separate Distribution Block
In-Ear Headphone
Mounting Bracket & Cable Kit

VM701S

17,8 cm /7“) TFT/LCD 16:9 Car Monitor
Stand-alone or Headrest Installation
Resolution 1400 x 234 px
Resolution RGB 480 x 234 px
Contrast Ratio 300:1
Brightness 350cd/m2
Viewing Angle Vertical 160°, Horizontal  160°
PAL/NTSC Auto Mode
On Screen Display Control
V1 & V2 Inputs
2 x Full Function Remote Control
Mounting Bracket & Cable Kit

VM581S

14,7 cm (5,8“) TFT/LCD 16:9 Car Monitor
Stand-alone or Headrest Installation
Resolution 1200 x 234 px
Resolution RGB 480 x 234 px
Contrast Ratio 300:1
Brightness 350cd/m2
Viewing Angle Vertical 160°, Horizontal  160°
PAL/NTSC Auto Mode
On Screen Display Control
Full Function Remote Control
Infrared Function for IR-Headphones
Separate Distribution Block
2 AV Signal Inputs & 1 AV Output
Mounting Bracket & Cable Kit

LCD / TFT MONITORS

perfect
picture

vision
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