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SURFACE MOUNT DESIGN
• Surface mount components are smaller, higher

quality, and better performing

• Allows for complex low-profile circuit designs

• Maximum sound quality minimum space

• Unwanted noise is avoided as power supply circuit

separated from input stage

SWWS Connectors (Smash Wire With Screw):
• Insures maximum contact with power wire

• Allows for the maximum gauge wire for

the connector

• Protection against short circuits

• Allen Head Screws for maximum

connection effectiveness

MOSFET OUTPUTS (see amp specs for details)

• Amplifier can handle higher voltage, higher current

and supply higher output voltages

• Better performance due to more amplifier output

MASTER/SLAVE OPERATION (MD-Models)

• Let you connect 2 amplifiers to the

same subwoofers

• Doubles power output and can double your SPL

RBC (Remote Bass Control)

• Allows the listener to fine tune bass response for

a wide variety of music and listening taste

(except LA-2100, LA-4100 and LA8004)

RBC
Remote Bass Control
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LA-2100
2-CHANNEL AMPLIFIER CLASS A/B
Power Rating (MAX) 100 x 2 @ 4

200 x 2 @ 2

400 x 1 @ 4

Crossover 12dB/Oct HP/FLAT/LP

Crossover Frequency Variable HP 60Hz - 1.2kHz

Variable LP 40 - 150 Hz

Bass Boost Variable 0-12dB

Dimensions 239 x 58 x 241 mm

LA-4100
4-CHANNEL AMPLIFIER CLASS A/B
Power Rating (MAX) 100 x 4 @ 4

200 x 4 @ 2

400 x 2 @ 4

Crossover 12dB/Oct HP/FLAT/LP

Crossover Frequency Variable HP 60Hz - 1.2kHz

Variable LP 30 - 250 Hz

Bass Boost Variable 0-12dB

Dimensions 239 x 58 x 300 mm

LA-4200
4-CHANNEL AMPLIFIER CLASS A/B (RBC included)

Power Rating (MAX) 200 x 4 @ 4

400 x 4 @ 2

800 x 2 @ 4

Crossover 12dB/Oct HP/FLAT/LP-BP

Crossover Frequency Variable HP 10Hz - 1.2kHz

Variable LP 30Hz - 250Hz

Bass Boost Variable 0-12dB

Dimensions 239 x 58 x 419 mm

LA-5100
5-CHANNEL AMPLIFIER CLASS A/B (RBC included)

Power Rating (MAX) 125 x 4 @ 4  / 400 x 1 @ 2

200 x 4 @ 2  / 500 x 1 @ 1

Crossover 12dB/Oct HP/FLAT/LP-BP

Crossover Frequency Variable HP 10Hz - 150Hz

Variable LP 30Hz - 150Hz

Subsonic Filter Variable 15Hz - 55Hz

Bass Boost Variable 0-12dB

Dimensions 239 x 58 x 516 mm

The New Lightning Audio Amplifiers combine

audiophile grade components, a new unibody design

and intense cosmetics to deliver maximum

performance and custom looks to your system.
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LA-600M
MONO AMPLIFIER CLASS A/B  (RBC included)

Power Rating (MAX) 400 x 1 @ 4

600 x 1 @ 2

Crossover 12dB/Oct HP/FULL/LP-BP

Crossover Frequency Variable LP 30Hz - 150Hz

Variable HP 10Hz - 1.2kHz

Bass Boost 0-12dB

Dimensions 239 x 58 x 249 mm

LA-1000MD
MONO AMPLIFIER CLASS D (RBC included)

Power Rating (MAX) 500 x 1 @ 4

750 x 1 @ 2

1000 x 1 @ 1

Crossover 12dB/Oct LP

Crossover Frequency Variable 35Hz - 250Hz

Subsonic Filter Variable 15Hz - 55Hz

Phase Variable 0 - 180°

Bass Boost 0-18dB, 20-80Hz, Wide-Narrow

Dimensions 239 x 58 x 279 mm

LA-2000MD
MONO AMPLIFIER CLASS D (RBC included)

Power Rating (MAX) 1000 x 1 @ 4

1500 x 1 @ 2

2000 x 1 @ 1

Crossover 12dB/Oct LP

Crossover Frequency Variable 35Hz - 250Hz

Subsonic Filter Variable 15Hz - 55Hz

Phase Variable 0 - 180°

Bass Boost 0-18dB, 20-80Hz, Wide-Narrow

Dimensions 239 x 58 x 351 mm

LA-3000MD
MONO AMPLIFIER CLASS D (RBC included)

Power Rating (MAX) 1500 x 1 @ 4

2250 x 1 @ 2

3000 x 1 @ 1

Crossover 12dB/Oct LP

Crossover Frequency Variable 35Hz - 250Hz

Subsonic Filter Variable 15Hz - 55Hz

Phase Variable 0 - 180°

Bass Boost 0-18dB, 20-80Hz, Wide-Narrow

Dimensions 239 x 58 x 381 mm
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LA-8004
SCD 4-CHANNEL AMPLIFIER CLASS A/B
Power Rating (MAX) 200 x 4 @ 4

400 x 4 @ 2

800 x 2 @ 4

Crossover 12dB/Oct HP/FULL/LP

Crossover Frequency Variable HP 10Hz - 1.2kHz

Variable LP 30Hz - 250Hz

Bass Boost Variable 0-10dB

Dimensions 191 x 67 x 251 mm

LA-1600MD
SCD MONO AMPLIFIER CLASS D (RBC included)

Power Rating (MAX) 800 x 1 @ 4

1200 x 1 @ 2

1600 x 1 @ 1

Crossover 12dB/Oct LP

Crossover Frequency Variable LP 35Hz - 250Hz

Subsonic Filter Variable 15Hz - 55Hz

Bass Boost Variable 0-12dB

Dimensions 191 x 67 x 251 mm

The New Small Chassis Design Amplifiers
feature longer run times at higher power, maximum

performance through better thermal management,

concealed mounting options and top mount controls.

LA10KIT
10mm2 AMPLIFIER WIRE KIT
1 x 10 mm2 (0,15 strands) Power Wire (red), 5 m

1 x 10 mm2 (0,15 strands) Ground Wire (silver), 0.8 m

1 x 5 m double shielded RCA patch cord (grey)

1 x 0,5 mm2 Remote Wire, 5 m

1 x AGU Acrylic Fuse Holder with 40A Fuse

LA20KIT
20mm2 AMPLIFIER WIRE KIT
1 x 20 mm2 (0,15 strands) Power Wire (red), 5 m

1 x 20 mm2 (0,15 strands) Ground Wire (silver), 0.8 m

1 x 5 m double shielded RCA patch cord (grey)

1 x 0,5 mm2 Remote Wire, 5 m

1 x AGU Acrylic Fuse Holder with 60A Fuse
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DIE CAST BASKETS
• Stronger and more precise they reduce vibration

and increase structural integrity

• Cleaner more natural sound

INJECTION MOLDED
POLYPROPYLENE VORTEX CONE
• One piece design reduces distortion

• Lightweight cone material enhances clarity

• Adds rigidity increases output

NATURAL BUTYL RUBBER SURROUND
• Allows woofer to perform in harshness conditions

• Increases woofer life stable excursion

LA COMPONENTS
• Lightning Audio component loudspeakers feature

external crossovers with direct couple design

•  This design configuration eliminates switches 

effectively shorting signal path.

• Mylar caps and air-coil inductors further enhance

the integrity of the high sonic frequencies.

• Lightning's soft dome swivel mount tweeters give

flexible mounting opportunities and are a critical 

aspect of proper imaging.

LA-152S
13cm 2-WAY COMPONENT SYSTEM
Nominal Impedance 4

Power Handling (MAX) 100 watts

Woofer Mounting Depth 48 mm

Woofer Mounting Hole 116 mm

LA-1652S
16.5cm 2-WAY COMPONENT SYSTEM
Nominal Impedance 4

Power Handling (MAX) 125 watts

Woofer Mounting Depth 61 mm

Woofer Mounting Hole 143 mm
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LA-143
10cm 3-WAY TRIAXIAL SYSTEM
Nominal Impedance 4

Power Handling (MAX) 75 watts

Woofer Mounting Depth 48 mm

Woofer Mounting Hole 94 mm

Cutting edge acoustic refinements and high technology materials make up the

core of The New Lightning Audio Loudspeakers. Die Cast baskets are stronger

and more precise, reduce vibration and increase structural integrity. Injection

Molded Polypropylene Vortex Cone technology enhances clarity and adds rigidity.

LA-153
13cm 3-WAY TRIAXIAL SYSTEM
Nominal Impedance 4

Power Handling (MAX) 100 watts

Woofer Mounting Depth 55 mm

Woofer Mounting Hole 116 mm

LA-1654
16.5cm 4-WAY QUADAXIAL SYSTEM
Nominal Impedance 4

Power Handling (MAX) 125 watts

Woofer Mounting Depth 64 mm

Woofer Mounting Hole 143 mm

LA-1694
6 x 9er 4-WAY QUADAXIAL SYSTEM
Nominal Impedance 4

Power Handling (MAX) 125 watts

Woofer Mounting Depth 81 mm

Woofer Mounting Hole 220 x 151 mm

LA-1T
25mm TWEETER SET
Nominal Impedance 4

Power Handling (MAX) 100 watts

Woofer Mounting Depth 20 mm

Woofer Mounting Hole 45 mm
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DIE CAST ALUMINUM BASKET (LA-D410, LA-D412)

• Stronger and more precise they reduce vibration 

and increase structural integrity

• Cleaner more natural sound

FOLDED WINDOW STAMP BASKET (LA-S410, LA-S412)

• Lighter weight design

• Smooth corners, custom look

• Added rigidity and structural integrity

• Reduces distortion and increases accuracy

TWO PIECE VORTEX CONE
• Our two piece design incorporates our Vortex cone

with a lower, support cone

• Rigidity and stiffness for higher power handling

NATURAL BUTYL RUBBER SURROUND
• Allows woofer to perform in harshness conditions

• Increases woofer life

• Stable excursion

POLE PIECE VENTING
• Enhanced voice coil cooling

• Increased power handling

DUAL SPIDERS
• Improve mechanical stability under high excursions

• Higher power handling

50mm VOICE COILS WITH
OVERSIZED MOTOR STRUCTURE
• High power handling

• Added efficiency

NICKEL PLATED SPRING LOADED TERMINALS
• Easy installation and enhanced conductivity

FIBER DAMPING RING

• Secondary cone structure, enhances cone

strength further reducing unwanted vibrations
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LA-S410
25cm SVC SUBWOOFER
Nominal Impedance 4

Sensitivity 86db M/W

T/S Parameters Fs 44 Hz, Qts 0.61, VAS 20.7L

X-Max 13 mm

Power Handling (MAX) 300 watts

Mounting Depth 130 mm

Mounting Hole 234 mm

Whether you're just adding a subwoofer to a factory system

or going full-tilt with a multiwoofer system for your ride.

The New Lightning Audio Subwoofers have the right

combination of size, power handling and looks.

LA-S412
30cm SVC SUBWOOFER
Nominal Impedance 4

Sensitivity 85db M/W

T/S Parameters Fs 34 Hz, Qts 0.83, VAS 50.7L

X-Max 19 mm

Power Handling (MAX) 400 watts

Mounting Depth 147 mm

Mounting Hole 277 mm

LA-D410
25cm DVC SUBWOOFER
Nominal Impedance 2 x 4

Sensitivity 85db M/W

T/S Parameters Fs 40 Hz, Qts 0.5, VAS 26.0L

X-Max 13 mm

Power Handling (MAX) 600 watts

Mounting Depth 141 mm

Mounting Hole 227 mm

LA-D412
30cm DVC SUBWOOFER
Nominal Impedance 2 x 4

Sensitivity 86db M/W

T/S Parameters Fs 33 Hz, Qts 0.73, VAS 65.7L

X-Max 19 mm

Power Handling (MAX) 800 watts

Mounting Depth 146 mm

Mounting Hole 279 mm
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19mm MDF CONSTRUCTION
• Superior rigidity

• Dampens unwanted acoustical resonances

• Computer controlled machinery ensures precise

dimensional accuracy

ANGLED CABINET DESIGN WITH SLOT PORT
• Improves sound quality by reducing internal

standing sound waves

• Slot port vent is tuned specifically to the

L A-S412 woofer

• Unique custom look

INDUSTRIAL GRADE CARPET
• High density and wear resistant

• Designed for the automotive environment

using hi-temperature adhesives

GLOS ACRYLIC SURFACES
• High-end look
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The simplest way to energize a factory system is to add

real bass. Available in single or dual 30cm subwoofer

configurations The New Lightning Audio Enclosures
bump hard and low.

LA-1X12V
SINGLE PORTED
SUBWOOFER SYSTEM
Woofer Size 30 cm

Wired Impedance 4

Power Handling (MAX) 400 watts

Dimensions 50 x 36 x 40/34 cm

LA-2X12V
DUAL PORTED
SUBWOOFER SYSTEM
Woofer Size 30 cm

Wired Impedance 2

Power Handling (MAX) 800 watts

Dimensions 85 x 36 x 40/34 cm
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